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Hits 


Search Query 
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Default 
Operator 


Plurals 


Time Stamp 


1 1 


Oj 


^QcnV^O Or CalCUIaUpDJ Same ^lOaUj 

same route same (bandwidth or 
rate)) and (@rlad< n 20000809" or 
@ad<"20000809") 


USPAT; 
USOCR; 
EPO; JPO; 
DERWENT; 
IBM.TDB 


no 
UK 


UN 


ZUU//Ub/Zy lv.HJ 


LZ 


1 0 
1Z 


((deriv$6 or calculat$5) same (load) 
same route same (bandwidth or 
rate) same (capacity)) and 
(@rlad< "20000809" or 
@ad< u 20000809") 


1 IC D^OI ID • 

Ub-rGrUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


UK 


UN 


2007/05/29 11:50 


1 *5 
LJ 


z 


((oenvifb or caicuiat$bj same (load) 
same route same (bandwidth or 
rate) same (capacity)) and parallel 
and (@rlad< "20000809" or 
@ad< "20000809") 


1 IC IVDI ID* 

Ub-KarUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


An 

UK 


UN 


2007/05/29 11:30 


L4 


1 


2000-389208.NRAN. 


DERWENT 


OR 


ON 


2007/05/29 11:45 


1 c 
LD 


■}cn 

ZbU 


^loaoj same rouujo same 
(bandwidth or rate) same 
(capacity)) and (@rlad<"20000809" 
or @ad< "20000809") 


USPAT; 
USOCR; 
EPO; JPO; 
DERWENT; 
IBM.TDB 


UK 


UN 


ZUU//Ub/Zy 11. bb 


Lb 




((load) same rout$5 same 
(bandwidth or rate) same 
(capacity)) and (parallel$3 or 
concurrent$3) and 
(@rlad<"20000809" or 
@ad<"20000809") 


1 ic nrni id ■ 

US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


UK 


ON 


2007/05/29 12:07 


1 "7 

L/ 


b 


((load) same rout$5 same 
(bandwidth or rate) same 
(capacity)) same (parallel$3 or 
concurrent$3) and 
(@rlad<"20000809" or 
@ad<"20000809") 


1 ic n/"*ni id ■ 
US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


UK 


ON 


2007/05/29 11:57 


Lo 




((load) same rout$5 same 
(bandwidth or rate) same 
(capacity)) and ((parallel$3 or 
concurrent$3) with process$6) and 
(@rlad<"20000809" or 
@ad<"20000809") 


Ub-rbPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


UK 


UN 


2007/05/29 12:07 
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L9 


162 


(((quality adj3 service) or QOS) 
same ((parallel$3 or concurrent$3) 
with process$6)) and 
(@rlad<"20000809" or 
@ad< "20000809") 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/05/29 12:08 


L10 


16 


("6141318" | "62051 17" | "6363319" | " 
6404744" | "6519693" | "6538991" | "67 
21270 , T'6795399").PN. and 
(@rlad< "20000809" or 
@ad<"20000809") 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/05/29 12:16 
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L13 


28 


(load$5 and rout$5 and (bandwidth 
or rate) and (capacity) and 
(parallel$3 or concurrent$3)).clm. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


ON 


2007/05/29 12:45 


L14 


262 


(load$5 and rout$5 and (bandwidth 
or rate or band) and (capacity)), 
dm. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


ON 


2007/05/29 12:45 


L15 


7 


(load$5 and rout$5 and (bandwidth 
or rate or band) and (capacity) and 
objective and function).clm. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


ON 


2007/05/29 12:45 
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Home I Login j Logout | Access Information ) Alt 



Welcome United States Patent and Trademark Office 



□ Search Results 



BROWSE 



SEARCH 



Results for M (routing<paragraph>load<paragraph>capacity<paragraph>(paralIel or concurrent)<p..." 
Your search matched 8 of 1574558 documents. 

A maximum of 500 results are displayed, 100 to a page, sorted by Relevance in Descending order. 



IEEE XPLORE GUIDE 



fy^e-mail 



» Search Options 
YiewJ Session Histor y, 
New Search 

» Key 



Modify Search 



(routing<paragraph>load<paragraph>capacity<paragraph>(parallel or concurrent^ pi 



I Check to search only within this results set 

Display Format: (• Citation C Citation & Abstract 



IEEE JNL IEEE Journal or Magazine 

IET JNL IET Journal or Magazine 

IEEE CNF IEEE Conference Proceeding 

IET CNF IET Conference Proceeding 

IEEE STD IEEE Standard 



j- [ View Selected items] Select All Deselect A ll 



|~~ 1. Reduced load approximations for multlrate loss networks 

Chung, S.-P.; Ross, K.W.; 

Communications. IEEE Transactions on 

Volume 41, Issue 8, Aug. 1993 Page(s): 1222 - 1231 

Digital Object Identifier 10.1109/26.231966 

AbstractPlus | Full Text: PDF(684 KB) IEEE JNL 
Big hts and Permissions 



| 2. Neural networks for adaptive traffic control In ATM networks 

Nordstrom, E.; Carlstrom, J.; Gallmo, O.; Asplund, L.; 

Volume 33, Issue 10, Oct. 1995 Page(s):43 - 49 
Digital Object Identifier 10.1 109/35.466218 

AbstractPlus | Full Text: PDF(656 KB) IEEE JNL 

Rights„ajid_Efiniits^iojis 



3. Dynamic bandwidth-allocation and path-restoration In SONET self-healing networks 

Gersht, A.; Kheradpir, S.; Shulman, A.; 

rleiia.bilityJ£E£J^sjaciicjisjM 

Volume 45, Issue 2, June 1996 Page(s):321 - 331 

Digital Object Identifier 10.1109/24.510821 

A bstractPlus | References | Full Text: PDFJ936 KB) IEEE JNL 
Right s and Permissions 



4. Software-based rerouting for fault-tolerant pipelined communication 
Young-Joo Suh; Dao, B.V.; Yalamanchili, S.; 
Parallel and Distributed Systems. IEEE Transactions on 
Volume 11, Issue 3, March 2000 Page(s):193 - 21 1 
Digital Object Identifier 10.1109/71.841738 

AbstractPlus j References | Full Text: P_Q£(1608 KB) IEEE JNL 
Rights a n d Pe r mi s sio ns 



5. Homogeneous routing for homogeneous traffic patterns on meshes 
Aronson, L.D.; 

Parallel and Distribu t ed Systems. IEEE Tra nsactions on 
Volume 11, Issue 8, Aug. 2000 Page(s):781 - 793 
Digital Object Identifier 10.1109/71.877937 
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AbstractPlus | References | Full Text: PDF(284 KB) IEEE JNL 

6. An opportunity cost approach for job assignment in a scalable computing cluster 

Amir, Y.; Awerbuch, B.; Barak, A.; Borgstrom, R.S.; Keren, A.; 



Volume 11, Issue 7, July 2000 Page(s):760 - 768 
Digital Object Identifier 10.1109/71.877834 

AbstractPlus | References [ Full Text: PDFQ276 KB) IEEE JNL 

Bigb*s^(iEerjiiis_siefls 

7. Scaling of Beowulf-class Distributed Systems 

Salmon, J.; Stein, C; Sterling, T.; 

Supercomputino. 1998. SC98. IEEE/ACM Conference on 

07-13 Nov. 1998 Page(s):51 - 51 

Digital Object Identifier 10.1 109/SC. 1998. 10017 

AbstractPlus | Full Text: PDFf352 KB) IEEE CNF 
Rights and Permissions 

8. A parallel and distributed routing algorithm with a hierarchical connection management arc) 



Young-Tak Kim; Soo-Yong Koo; Youn-Ky Chung; Dong-Sik Yoon; 

Global Telecommunications Conference, 1998. GLOBECOM 98. T he Brid ge to Gl obal I ntegr ation. 
Volume 5, 8-12 Nov. 1998 Page(s):3041 - 3046 vol.5 
Digital Object Identifier 10.1 109/GLOCOM. 1998. 776630 

AbstractPlus j Full Text: PDF(352 KB) IEEE CNF 
Rights and Permissions 
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Your search matched 8 of 446532 documents. 

A maximum of 100 results are displayed, 25 to a page, sorted by Relevance in Descending order. 
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Display Format: (• Citation f* Citation & Abstract 



j- [ view selected items) sMe.ct.Aii Qo»i*c.tAii 



| 1. Reduced load approximations for multirate loss networks 

Chung, S.-P.; Ross, K.W.; 

Co mmunicat io n s, I E E E Tran s acti ons on 

Volume 41, Issue 8, Aug. 1993 Page(s):1222 - 1231 

Digital Object Identifier 10.1109/26.231966 

AbstractPlus | Full Text: PDE{684 KB) IEEE JNL 
Rights and Permissio ns 



2. Neural networks for adaptive traffic control in ATM networks 

Nordstrom, E.; Carlstrom, J.; Gallmo, 0.; Asplund, L; 

£ojimiunicMojis_M^^ 

Volume 33, Issue 10, Oct. 1995 Page(s):43 - 49 
Digital Object Identifier 10.1109/35.466218 

AbstractPlus | Full Text: PDF(656 KB) IEEE JNL 
Rights an cL&.e£mi£siQjis. 



3. Dynamic bandwidth-allocation and path-restoration in SONET self-healing networks 

Gersht, A.; Kheradpir, S.; Shulman, A.; 

BMi.abllityJE.E.EJians.actLojis_QQ 

Volume 45, Issue 2, June 1996 Page(s):321 - 331 

Digital Object Identifier 10.1109/24.510821 

AbstractPlus | References -! Full Text: PDFQ36 KB) IEEE JNL 

Rights_aad_Eeiro.LS.sto.as. 



4. Software-based rerouting for fault-tolerant pipelined communication 

Young-Joo Suh; Dao, B.V.; Yalamanchili, S.; 
Parallel and Distributed; Systems. IEEE T ransactio n s on 
Volume 11, Issue 3, March 2000 Page(s):193 - 21 1 
Digital Object Identifier 10.1109/71.841738 

Abstra c tPlus | References | Full Text: PDEQ608 KB) IEEE JNL 
Rights and Permissions 



5. Homogeneous routing for homogeneous traffic patterns on meshes 

Aronson, L.D.; 

Parallel and Distributed Systems. IEEE Transactions on 
Volume 11, Issue 8, Aug. 2000 Page(s):781 - 793 
Digital Object Identifier 10.1109/71.877937 
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6. An opportunity cost approach for job assignment in a scalable computing cluster 
Amir, Y.; Awerbuch, B.; Barak, A.; Borgstrom, R.S.; Keren, A.; 
Parallel and Distributed Systems . IEEE Transactions o n 



Digital Object Identifier 10.1 109/71.877834 

AbstractPlus | References | Full Text: PDR1276 KB) IEEE JNL 
Rights and Permissions 

7. Bandwidth estimation: metrics, measurement techniques, and tools 
Prasad, R.; Dovrolis, C; Murray, M.; Claffy, K.; 

Network. IEEE 

Volume 17, Issue 6, Nov.-Dec. 2003 Page{s):27 - 35 
Digital Object Identifier 10.1 109/MNET.2003. 1248658 

AbstractPlus | References | Full Text: PDF(740 KB) IEEE JNL 
Rights and Permissions 

8. A progressive approach to handling message-dependent deadlock in parallel computer sysl 
Yong Ho Song; Pinkston, T.M.; 

Parallel and Distributed Systems. IEEE Transactions on 
Volume 14, Issue 3, March 2003 Page(s):259 - 275 
Digital Object Identifier 10.1109/TPDS.2003.1189584 

AbstractPlus | References | Full Text: PDF{1066 KB) IEEE JNL 
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Logon 

*** It is now 5/29/2007 10:44:15 AM *** 



Welcome to DialogLink - Version 5 
Revolutionize the Way You Work! 



New on Dialog 

Enhanced Derwent World Patents Index Now Available 

The enhanced Derwent World Patents Index® (DWPI SM ) (Files 350,351 ,352) is now 
available on Dialog. The improvements implemented in DWPI on Dialog further extend 
the database's rich content set and enhances overall functionality of the database. 

In addition to distilled expert analysis reflected in DWPI expanded titles and abstracts, 
other enhancements include original patent filing details, multiple patent images, easy 
cut-and-paste patent family data, and much more. 

The new templates include new features that will help you manage and distribute your 
DWPI search results in an attractive format. 

Learn about all of the new DWPI enhancements and report templates at 
http://www.dialog.com/dwpi . 

DialogLink 5 Release Notes 

New features available in the latest release of DialogLink 5 (November 2005) 

• Ability to resize images for easier incorporation into DialogLink Reports 

• New settings allow users to be prompted to save Dialog search sessions in the 
format of their choice (Microsoft Word, RTF, PDF, HTML, or TEXT) 

• Ability to set up Dialog Alerts by Chemical Structures and the addition of Index 
Chemicus as a structure searchable database 

• Support for connections to STN Germany and STN Japan services 



Show Preferences for details 



? Help Log On Msg 

*** ANNOUNCEMENTS *** 
★ * * 

NEW FILES RELEASED 

***BIOSIS Previews Archive (File 552) 
***BIOSIS Previews 1969-2007 (File 525) 
***Engineering Index Backfile (File 988) 
***Trademarkscan - South Korea (File 655) 

RESUMED UPDATING 



***File 141, Reader's Guide Abstracts 

★ ★ * 

RELOADS COMPLETED 

***Files 154 & 155, MEDLINE 

***File 5, BIOSIS Previews - archival data added 

***Files 340, 341 & 942, CLAIMS/U.S. Patents - 2006 reload now 

online 

★ * * 

DATABASES REMOVED 

Chemical Structure Searching now available in Prous Science Drug 
Data Report (F452), Prous Science Drugs of the Future (F453), 
IMS R&D Focus (F445/955), Pharmapro jects (F128/928), Beilstein 
Facts (F390), Derwent Chemistry Resource (F355) and Index 
Chemicus 
(File 302) . 

★ * * 

»>For the latest news about Dialog products, services, content 
«< 

>>>and events, please visit What's New -from Dialog at <<< 
>>>http: //www. dialog.com/whatsnew/. You can find news about<« 
»>a specific database by entering HELP NEWS <file number>.<<< 

? Help Off Line 
* * * 

Connecting to sahmed - Dialog - 291839 
Connected to Dialog via SMS00218 

? b 

9, 15, 16, 20, 47, 75, 80, 88, 98, 112, 141, 148, 160, 275, 2 64, 369, 370, 484, 
553, 570, 608, 620, 613, 621, 623, 624, 634, 635, 636, 647, 696, 674, 810, 813, 5 
87 

[File 9] Business & Industry(R) Jul/1 994-2007/May 24 
(c) 2007 The Gale Group. All rights reserved. 

[File 15] ABI/Inform(R) 1971-2007/May 28 

(c) 2007 ProQuest Info&Learning. All rights reserved. 

[File 16] Gale Group PROMT(R) 1990-2007/May 25 
(c) 2007 The Gale Group. All rights reserved. 

[File 20] Dialog Global Reporter 1997-2007/May 29 
(c) 2007 Dialog. All rights reserved. 

[File 47] Gale Group Magazine DB(TM) 1959-2007/May 17 
(c) 2007 The Gale group. All rights reserved. 

[File 75] TGG Management Contents(R) 86-2007/May W3 
(c) 2007 The Gale Group. All rights reserved. 

[File 80] TGG Aerospace/Def.Mkts(R) 1982-2007/May 25 
(c) 2007 The Gale Group. All rights reserved. 



[File 88] Gale Group Business A.R.T.S. 1976-2007/May 23 
(c) 2007 The Gale Group. All rights reserved. 

[File 98] General Sci Abs 1984-2007/May 

(c) 2007 The HW Wilson Co. All rights reserved. 

[File i 12] UBM Industry News 1 998-2004/Jan 27 
(c) 2004 United Business Media. All rights reserved. 
*File 112: File 112 is no longer updating. 

[File 141] Readers Guide 1983-2007/Mar 

(c) 2007 The HW Wilson Co. All rights reserved. 

[File 148] Gale Group Trade & Industry DB 1976-2007/May 25 
(c)2007 The Gale Group. All rights reserved. 

[File 160] Gale Group PROMT(R) 1972-1989 
(c) 1999 The Gale Group. All rights reserved. 

[File 275] Gale Group Computer DB(TM) 1983-2007/May 25 
(c) 2007 The Gale Group. All rights reserved. 

[File 264] DIALOG Defense Newsletters 1989-2007/May 25 
(c) 2007 Dialog. All rights reserved. 

[File 369] New Scientist 1 994-2007/Dec W5 

(c) 2007 Reed Business Information Ltd. All rights reserved. 

[File 370] Science 1996-1999/Jul W3 
(c) 1999 AAAS. All rights reserved. 

*File 370: This file is closed (no updates). Use File 47 for more current information. 

[File 484] Periodical Abs Plustext 1986-2007/May W3 
(c) 2007 ProQuest. All rights reserved. 

[File 553] Wilson Bus. Abs. 1 982-2007/May 
(c) 2007 The HW Wilson Co. All rights reserved. 

[File 570] Gale Group MARS(R) 1984-2007/May 25 
(c) 2007 The Gale Group. All rights reserved. 

[File 608] KR/T Bus.News. 1 992-2007/May 29 

(c)2007 Knight Ridder/Tribune Bus News. All rights reserved. 

[File 620] EIU:Viewswire 2007/May 28 

(c) 2007 Economist Intelligence Unit. All rights reserved. 

[File 613] PR Newswire 1 999-2007/May 29 

(c) 2007 PR Newswire Association Inc. All rights reserved. 

*File 613: File 613 now contains data from 5/99 forward. Archive data (1987-4/99) is available 
in File 813. 



[File 621] Gale Group New Prod.Annou.(R) 1985-2007/May 25 
(c) 2007 The Gale Group. All rights reserved. 

[File 623] Business Week 1985-2007/May 17 

(c) 2007 The McGraw-Hill Companies Inc. All rights reserved. 

[File 624] McGraw-Hill Publications 1985-2007/May 25 
(c) 2007 McGraw-Hill Co. Inc. All rights reserved. 

*File 624: Homeland Security & Defense and 9 Piatt energy journals added Please see HELP 
NEWS624for more 

[File 634] San Jose Mercury Jun 1985-2007/May 25 
(c) 2007 San Jose Mercury News. All rights reserved. 

[File 635] Business Dateline(R) 1985-2007/May 26 
(c) 2007 ProQuest Info&Learning. All rights reserved. 

[File 636] Gale Group Newsletter DB(TM) 1987-2007/May 25 
(c) 2007 The Gale Group. All rights reserved. 

[File 647] CMP Computer Fulltext 1988-2007/Aug W3 
(c) 2007 CMP Media, LLC. All rights reserved. 

[File 696] DIALOG Telecom. Newsletters 1995-2007/May 25 
(c) 2007 Dialog. All rights reserved. 

[File 674] Computer News Fulltext 1989-2006/Sep Wl 
(c) 2006 IDG Communications, All rights reserved. 
*File 674: File 674 is closed (no longer updates). 

[File 810] Business Wire 1986-1999/Feb 28 
(c) 1999 Business Wire . All rights reserved. 

[File 813] PRNewswire 1987-1999/Apr 30 

(c) 1999 PR Newswire Association Inc. All rights reserved. 

[File 587] Jane's Defense& Aerospace 2007/May Wl 
(c) 2007 Jane's Information Group. All rights reserved. 



? s au=(Saito Hiroyuki or Saito, Hiroyuki or Saito H? or Saito, 
H?) 

>>>W: One or more prefixes are unsupported 
or undefined in one or more files. 

0 AU=SAITO HIROYUKI 
14 AU=SAITO, HIROYUKI 
0 ' AU=SAITO H? 
318 AU=SAITO / H? 
SI 318 S AU= (SAITO HIROYUKI OR SAITO, HIROYUKI OR SAITO 

H? OR SAITO, H?) 



or calculat????? 



? s deriv??? 

Processing 

1461625 
2284092 

S2 3521869 



DERIV??? 
CALCULAT????? 
S DERIV??? OR 



CALCULAT????? 



? s load??? 

53 2491807 S LOAD??? 

? s bandwidth or rate 

Processing 

Processing 

830417 BANDWIDTH 
9033685 RATE 

54 9696278 S BANDWIDTH OR RATE 



? s s2 (w) s3 (w) s4 
Processing 

3521869 S2 

2491807 S3 

9696278 S4 

55 OS S2(W)S3(W)S4 

? s s2 and s2 and s3 

3521869 S2 

3521869 S2 

2491807 S3 

56 230940 S S2 AND S2 AND S3 



? S S2 AND S3 AND S4 
Processing 

3521869 S2 

2491807 S3 

9696278 S4 

S7 100261 S S2 AND S3 AND S4 



? s si and s2 and s3 and s4 

318 SI 

3521869 S2 

2491807 S3 

9696278 S4 

S8 1 S SI AND S2 AND S3 AND S4 



? type s8/3,k/all 

8/3,K/l (Item 1 from file: 88) Links 
Gale Group Business A.R.T.S. 
(c) 2007 The Gale Group. All rights reserved. 
07757751 Supplier Number: 125489472 
Bacterial responses to alkaline stress. 
Saito, Hiromi; Kobayashi, Hiroshi 
Science Progress , 86 , 4 , 271(12) 



Winter , 2003 
ISSN: 0036-8504 

Language: English Record Type: Fulltext 
Word Count: 4824 Line Count: 00395 
Saito, Hiromi... 

? srout???? 
Processing 

S9 4032585 SROUT???? 



? s s2 and s3 and s4 and s9 
Processing 

3521869 S2 

2491807 S3 

9696278 S4 

4032585 S9 
S10 24697 S S2 AND S3 AND S4 AND S9 



? s s10 and parallel 

24697 S10 

903068 PARALLEL 
S11 5016 S S10 AND PARALLEL 



? s s10 and (parallel?? or concurrent???0 
>»W: Unmatched parentheses 
»>E: There is no result 



? s s10 and (parallel?? or concurrent???) 
24697 S10 
1046591 PARALLEL?? 
489652 CONCURRENT??? 

512 6753 SS10 AND (PARALLEL?? OR CONCURRENT???) 

? s s12 and (link(w)capacity) 
Processing 

6753 S12 
2859213 LINK 
5705559 CAPACITY 
1714 LINK(W)CAPACITY 

513 3 SS12AND(LINK(W)CAPACITY) 



? types13/3,k/all 



Set 


Items 


Description 


SI 


873 


AU= (SAITO HIROYUKI OR SAITO, HIROYUKI OR SAITO H? 


OR 


SAITO, H?) 


FROM 348, 349 


S2 


851919 


DERIV??? OR CALCULAT????? FROM 348, 349 


S3 


594181 


LOAD??? FROM 348, 349 


S4 


726820 


BANDWIDTH OR RATE FROM 348, 34 9 


S5 


4 


S2(W)S3(W)S4 FROM 348, 349 


S6 


262271 


S2 AND S2 AND S3 FROM 348, 349 


S7 


164632 


S2 AND S3 AND S4 FROM 348, 349 



S8 


42 


SI AND S2 AND S3 AND S4 FROM 348, 349 


S9 


373334 


ROUT???? FROM 348, 349 


S10 


68297 


S2 AND S3 AND S4 AND S9 FROM 348, 349 


Sll 


36924 


S10 AND (PARALLEL?? OR CONCURRENT???) FROM 


349 






S12 


0 


S12 AND (LINK (W) CAPACITY) FROM 348, 349 


S13 


195 


S Sll AND (LINK (W) CAPACITY) 


S14 


0 


S S13 AND SI 


S15 


39 


S S13 NOT PY>2000 



load capacity parallel bandwidth limit route OR routing "objective function" - Google Sch...Page 1 of 14 



Goode 

Scholar W beta 



Web Images Video News Maps more » 
| load capacity parallel bandwidth limit route oj 

Search only in Engineering, Computer Science, and Mathematics, 
o Search in all subject areas. 



2000 



Search 



Ad 
Sc 
Sc 



Scholar All articles - Recent articles Results 1 - 100 of about 140 for load ca pacity parallel bandwi 



All Results 

D Banerjee 
B Mukherjee 
JHui 

E Cantu-Paz 
B Res 



... approaches to solving a multihour broadband network capacity design 

problem with sin g le-path routin g - all 3 versions » 
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